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COMPONENTS: 


‘The typing repertorator consists of 
punch and printing mechanism actuated by 
Incoming line signals to partorate information 
{in tape while simultaneously pri 

The contents of the resultant ew 


loss tape can be identified quickly even by par: 
sonnel untrained in reading code combi 
The typing teperforator In designed to operate at 
100 WPM... gears are avaliable for lower speeds 
‘an optional, accessory gear shit ms 
permits instantaneous manual switching from 100 
to 60 oF 75 WPM. Operation is fully automatic 
‘xcept for replenishing the tape supply and push 
Ing the “on-off” switch, Both visual and audible 
replacetape” alarms are available, Light in 
weight. .. yetrugged enough to withstand adverse 
‘ibeation. Unrivalled for dependability . . . con 
tinuous trouble-tree operation Is assured. 


In actual operation, at 100 WPM . . . 9,000.00 
words may be processed before lubrication is re 
‘ommended. All components are designed for easy 
disassembly and maintenance. Unique i 

fality .. .vatiations of this unit are also used in 
the Toletype Model 28 Automatic Send-Receive Set 
console 4s. basie punch and as an ausiliary typing 
reporforator. Its also used In the Teletype Reper- 
Forator-Transmitter Set. In addition, it may be gang 
Or shelf mounted for use In awitching conters. 


Tape Punching. S-evel, Baudot Code, printed 
chadless communication tape is produced by the 
Toletype Model 28 Typing Reperforator. This code 
has been generally adopted as the "common 
Janguage” medium for use In the exchange af in 
formation between various types of business 
machines. Standard 11/18" perlorator tape leeds 
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TYPING TAPE PUNCH 


rom right to left through the S-evel 
punch block, 
{tape eliminates chad disposal prob. 


language’ The resuitant printed 


‘Tape Printing. A readly interchangeable, durable 
typing whee! provides tor o 
‘clearly legible, wi 


nly spaced printing 
out scoring or smudging 
Printing and perforating oceur simultaneously in 
‘character being imprinted 6 characters behind the 
punched code hole ax the tape ix being read trom 
oft to right. Standard Teletype symbols are used 
for printing on such functions unshit, 
line feed, carriage return and space. Ribbon travel 
reverses automaticaly without causing light print 
ing of characters 


Contacts (includes Figures, Letters, 
or "a" Bell Contac 


Tape Feeé-Out Mechavism — Manual 


No atereig lnk Feed Ot Mechanism — 


‘Speed Gear Shift Assembly 
Cade Reading Contacts fr ParlleLWire Outpat 


TE: While accessory equipment is 
primarily Intended for factory assembly 
common bench tools 


can secve your needs... contact Tele- 


TYPING REPERFORATOR 


‘The sturdily constructed base 

ction of the LPR Set pro= 
vides facitities for mounting the 
typing repertorator, motor, cover, 
components and accessories 
The base section Ie composed of 
two metal plates, ‘The bottom 
plate Is separated trom the top 
apparatusmountingplate byreal 
lent mounts. Noise inoation and 


vibration absorption are assured, 
A tape supply container, “on 
off" power switch and bracket 
for mounting terminals, connec: 
tors and connector fuse are all 
part of the base unit. Finger grips 
for easy carrying are located on 
the sides of the base. 


—— 


= 


ELAINE 
Automatically receives and stares in- 
fesurations. The printed characters 
onthe tape assure quick Weteabon 
fr groper dspoaion, 


‘The Teletype Model 28 Typing Reperforator Set, type LPR, 


COMPONENTS fesinne spec ht sasceeatosa aos essere 
set / APPLICATIONS aeroataneus sempeite 
ACCESSORIES pare eines: 


unit satisfies needs related to communic: 


Standard synchronous motor, 


The electrical service unit | Harmoniously 


5 watt, 115 Volts, 60 Cy, A.C reducing en- int of concen- | blend with 

Designed especially forthe Tele J closure for the Teletype Mode! ctrically inter- | this table will accommodate all 
lype Model 28 Line of Equipment. | 28 Receiving-Only Typing Reper- J connecting the receiving-only | Teletype Model 28 Equipment 
Foatures quiet, dependable | forator Set, Styied for goos ap- | typing repertorator vet with sultable for table mounti 
operation, Noise is minimized by | pearance and compactness. | ternal and auxiliary apparatus | table features a desk typ 
reailiant mounting. Ball bearings J "*Clear-view" plastic window J circuitry, TWs unit mounts the | um top with stainiens steel mold 


ave gr 
and troubl 


iy oversize fr long il 
ree operation. The 


allows for observation of punch | rectifier assembly, line relay || ing over a sound deadened, 


unting assembly, "replace- | shest-stee! sub top. Cable entry 


starting switch has been elim teol, wrap-around | tape” alarm signal bell and other | holes are provided, No sharp 
nated by the use of « rugged has no sharp | accessory units. Measures | corners anywhere, Adjustable 
‘extornal starting relay removing | corners. Red translucent button | 15-5/22" x 4-5/8" with a height of | feet are provided for leveling— 
the need for opening the motor | for observing “replace-tape” | 3°. Four corner logs extend 5-1/8" | the table can be firmly bolted to 
Yo service an internal starting | lamp is located in top of cover. J trom chassis to permit the unit | the tloor H desired, Mexsures 


switch, Governed motor i 


available. Teletype equipment | position for changing ribbon and | The elec 
‘engineers will be pleased to ald | loading tape. Ave 
In satisfying your spe: 

munication needs, 


13 for easy servicing. | 25-1/2" high x 20-1/2" wide x 
ical service unit fits | 18-5/16° deep, Approx. wt 80 Ibs 
ble in gray- | compactly into the tower rear | Available in gray-green wrinkle 
ic com- | green wrinkle and other finishes. | portion of the Model 28 table. J and other attractive finishes, 


MONITORING swrTeHING INTEGRATED DATA PROCESSING ‘SIRE PARALLEL OUTPUT 
Provides a by-product tape ar “poms Used for automatic and semi-ate- Use to combine information from amv-UUlles accessory sealing contacts to 
Tacor fr storage ofall mesagetaf- atic switching br cenval offices eral snort ita a sng tape This perform a vanaty of apecal fuctont 
fo aspect rea. Th ed nc and “rome” oe may este ander put fch a gern uta epee 
Tei ape may be ised to dupes any eis, cS euate repetitive manual 

Bart oral ef a essage that has beet coerauors 


FEATURES 
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Becotte TYPING REPERFORATOR SET 


SPECIFICATIONS 


FEATURES 


SPECIFICATIONS The Teletype Mode! 28 Line of Equipment 


MODEL 28—TYPE LPR SET 4 
POWER REQUIREMENTS. Standard Synchro- 
nous Motor Unit, 65 Watt, 115 Volts, 60 Cy. A.C 


Optional motors are available for specific customer 
requirements. ‘Automate Send- Receive. Only Send-Rceive Tape Reader Tape Punch 


icentamiciee tices eco 
A lleteinin sas welpetncteaca ousey oaleed| BEliooaecseasemenee oc 
Repetorato’ Set (Lest Taba) Approx. 48 Smestece Co 


Domestic Shipping Weight (With Table)—Approx 
145 Ibs. Export Shipping Weight (With Table)— 
Approx, 250 Ibs. 


FINISHES. Available in gray-green wrinkle and 
other attractive finishes. ee 
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